
www.ptr-hartmann.comPTR HARTMANN GmbH · Gewerbehof 38 · 59368 Werne, Germany · Tel. +49 2389 7988-0 · Fax +49 2389 7988-88 · info@ptr-hartmann.com

TECHNICAL DATA // Series 5225

Pogo Pin 276 mil / 7.0 mm

HIGHLIGHTS

Ball-head test probe for side contact

Spring-loaded pressure ball contact double-sided

Short, compact size

Board-to-board contacting

MECHANICAL DATA

Center 7.00 mm/276 mil

Full travel 1.60 mm

Working travel 1.20 mm

Pre-loaded spring force 4.00 N

Spring force at working travel 9.50 N

Temperature range -30 °C - +120 °C

ELECTRICAL DATA

Continuous current 10.0 A

Typical continuity resistance <= 20 mOhm

MATERIALS

Barrel Brass, gold-plated

Spring Spring Steel, gold-plated

Ball Steel, gold-plated

TIP STYLE - DIAMETER - PLATING

RR

4.50 Au
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TECHNICAL DATA // Series 5225

Pogo Pin 276 mil / 7.0 mm

HOW TO ORDER

5225 - DD - 9.5 N - Au - 4.5

1 2 3 4 5

1. Series 2. Tip Style 3. Spring Force 
4. Tip Plating 5. Tip Diameter 


